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1.1 - (a) (applicable to all aircraft):

(b)

(c)

(d)

LANDING & TAKE-OFF:
1. Runway 16L for Take-Off and Runway 34L for Landing
2. Runway 16L and 16R for Take-Off and Runway 34L for Landing

Runway 16L and 16R for Take-Off and Runway 25 for Landing
Runway 16L and 16R for Take-Off and Runway 07 for Landing

4. EQUAL - Runway 16L and 16R

LANDING and TAKE - OFF:

2. EQUAL-Runway 16L and 16R for Take-Off and Runway 07 for Landing

3. EQUAL-Runway 16L and 16R
Runway 34L and 34R

LANDING and TAKE-OFF:

2. Runway 16L and 16R for Take-off and Runway 34L for Landing
3. Runway 16L and 16R for Take-off and Runway 25 for Landing
4. Runway 16L and 16R for Take-off and Runway 07 for Landing
5. Runway 25 for Take-off and Runway 34L and 34R for Landing
6. EQUAL-Runway 16L and 16R

Runway 34L and 34R
7. EQUAL-Runway 07 or 25

3. EQUAL - Runway 25 for Take-Off and Runway 34L and 34R for Landing

Runway 34L and 34R
5. EQUAL - Runway 07 or 25

4. EQUAL-Runway 07 or 25

Runway 25 for Take-Off and Runway 34L and 34R for Landing
Runway 16L and 16R for Take-Off and Runway 25 for Landing

(e)
LANDING and TAKE-OFF:

2. Runway 16L and 16R for Take-off and Runway 34L for Landing

Runway 16L and 16R for Take-off and Runway 07 for Landing
3. EQUAL-Runway 16L and 16R for Take-off and Runway 25 for Landing

4. Runway 16L and 16R

1. Runway 16L for Take-Off and Runway 34L for Landing

1. Runway 16L for Take-Off and Runway 34L for Landing

1. Runway 16L for Take-Off and Runway 34L for Landing

Runway 16R 2300-0600 HR local time

TAKE-OFF - Runway 16R

SSYNA01-161

1.2       Jet noise abatement climb procedures apply for the following runways:

Runways 34L & 34R at other times.

LANDING  - Runway 34L

SYDNEY/KINGSFORD SMITH, NSW (YSSY)
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