
Information may be continued on the next page: PTO

AIP Australia

JUNDEE ELEV 1845
AVFAX CODE 6611
WA UTC +8 YJUN
262516S 1203439E VAR 1 DEG E CERT
AD OPR Northern Star Resources Ltd - Jundee Operation, Level 1, 388 Hay Street, Subiaco, WA, 
6008. Email: jwalford@nsrltd.com. PH 08 6188 2111. ARO 0439 390 313 (H24). 

REMARKS
Restricted OPS: PPR from AD OPR.

HANDLING SERVICES AND FACILITIES
JET A1 private installation. Contact aerodrome manager.

AERODROME OBSTACLES
1. Mine site BRG 023 DEG MAG 3.5NM.
2. TNS infringed by 4.8FT tall fence located 75M either side of RCL for full length of RWY.
3. TNS may be infringed by 6.5FT due to tailplane of ACFT parked on APN.
4. Wind turbine 755FT AGL APRX BRG 026 DEG MAG 4.5NM FM ARP.

PHYSICAL CHARACTERISTICS
08/26 082 69c PCN 16 /F /A /931 (135PSI) /U Gravel. Sealed 

200M either end.
WID 30 RWS 150

AERODROME AND APPROACH LIGHTING
RWY 08/26 LIRL PAL 123.9 SDBY PWR AVBL
1. RWY edge light spacing: 08/26: 87M.
2. Local power supply - no mains available.
3. SDBY PWR manually activated - 15 MIN PN

OTHER LIGHTING
1. Secondary PWR switchover time: Manually activated - PN required.
2. TWY LGT: Blue edge.

ATS AND AERODROME COMMUNICATION FACILITIES
FIA MELBOURNE CENTRE 118.95 4000FT

LOCAL TRAFFIC REGULATIONS
ACFT above 5,700KG MTOW are to use the turning nodes.

FLIGHT PROCEDURES
No overflying mine to NE below 3,000FT.

CTAF - AFRU 127.2

CHARTS RELATED TO THE AERODROME
1. WAC 3345.
2. Also refer to AIP Departure and Approach Procedures.
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