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AIP Australia

MOUNT BEAUTY ELEV 1100
FULL NOTAM SERVICE NOT AVBL

VIC UTC +10 YMBT
364343S 1471001E VAR 12 DEG E UNCR
AD OPR Mt Beauty Airport Management Association Inc, PO Box 72, Mt 
Beauty, VIC, 3699. Email: mail@ymbt.org.au. PH 0417 565 514 or 0412 990 
622. Website: www.ymbt.org.au. 

AERODROME OBSTACLES
Power lines and sensitive area 1NM SW of airstrip.

PHYSICAL CHARACTERISTICS
14/32 49a  Unrated. Asphalt. RWY 32 DTHR 310M.Turn 

pads each end 23M WID. RWS begins ADJ to 
RWY end. RWY LEN 1,500M.

WID 18 RWS 60

ATS AND AERODROME COMMUNICATION FACILITIES
FIA MELBOURNE CENTRE 125.2 Circuit Area

LOCAL TRAFFIC REGULATIONS
1. CCT training not permitted.
2. TKOF RWY 14 not recommended due steep terrain, RWY upslope and possible down 

drafts.
3. Model ACFT operate on RWS in front of terminal building; modellers monitor CTAF. Avoid 

taxiing over model ACFT RWY.
4. PRKG AVBL on grass N or S of terminal building, cable tiedowns. No PRKG on hangar 

APN.

FLIGHT PROCEDURES
1. Right hand CCT when OPR RWY 32.
2. Preferred landing direction RWY 14.

CTAF 126.0

ADDITIONAL INFORMATION
1. Weather information and cameras, ‘Fly Neighbourly’ and additional INFO AVBL FM 

website.
2. High ground 1NM SE of airstrip.
3. Gliding OPS HJ DLY at AD. Cable launching to 4,000FT AMSL. Winch located 120M NW of 

RWY14 THR. Winch flashing beacon indicates launch in progress. Gliding OPS phone: 
0417 565 514 or 0409 277 328.

4. Pilots are requested to avoid overflying the aerodrome.
5. RWS and grass areas can be soft after rain.
6. Animal hazards (kangaroos and birds) exist.

CHARTS RELATED TO THE AERODROME
WAC 3470.
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