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AIP Australia

TENNANT CREEK ELEV 1236
AVFAX CODE 8401

NT UTC +9:30 YTNK
193804S 1341100E VAR 4 DEG E CERT
AD OPR Tennant Creek Airport Pty Ltd, PO Box 796, Alice 
Springs, NT, 0871. Email: operationstca@adgnt.com.au. PH 
08 8963 3700. ARO 0402 088 160 (primary CTC). PH AH 
0402 088 151. Website: www.tennantcreekairport.com.au. 

REMARKS
1. AD Charges: All ACFT. Copies of Conditions of Use can be obtained from AD OPR or 

website.
2. AD OPR does not provide ACFT marshalling. All requests to Airline or fixed base operators.
3. PPR for all ACFT ABV 5,700KG MTOW to remain at, transit or use Tennant Creek as 

planned ALTN. Obtainable FM Tennant Creek Airport Pty Ltd, 
24HR PN, email or PH 08 8951 1211 or AH MOB.

HANDLING SERVICES AND FACILITIES
VIVA Energy Australia - Westten Services: AVGAS bowser. Credit cards or Fuel2Sky cards only. 
Phone 0419 821 668.
Tennant Creek Fuels. JET A1. Refuelling truck 2HR PN required. AH call-out fee applies, weekends 
by prior arrangement. Credit cards only unless prior arrangement. Phone 0400 253 851.
Email: janb@aqagrp.com.au

PASSENGER FACILITIES
LG/WC/HC 08 8962 3040.

APRONS AND TAXIWAYS
1. TWY B - PCN 17/F/B/700/T.
2. TWY A and eastern portion of apron not AVBL to ACFT ABV 5,700KG MTOW.

AERODROME OBSTACLES
1. LIT TWR 1,403FT, 171DEG MAG/0.6NM FM ARP infringes inner HZS by 35FT.
2. LIT TWR 1,565FT, 084DEG MAG/2.3NM FM ARP infringes inner HZS by 197FT.

METEOROLOGICAL INFORMATION PROVIDED
1. TAF CAT C, METAR/SPECI.
2. AWIS PH 08 7922 2513 - Report faults to BoM.
3. AWIS FREQ 128.65 - Report faults to AD OPR.

PHYSICAL CHARACTERISTICS
07/25 070 64a PCN 17 /F /B /700 (102PSI) /T WID 30 RWS 150
11/29 115 35a PCN 17 /F /B /700 (102PSI) /T WID 23 RWS 90

AERODROME AND APPROACH LIGHTING
RWY 07/25 LIRL AFRU+PAL 126.7 SDBY PWR AVBL
RWY 07/25 PAPI(1) AFRU+PAL 126.7 3.0 DEG49FT SDBY PWR AVBL
RWY 11/29 LIRL AFRU+PAL 126.7 SDBY PWR AVBL
(1) Left side.
1. RWY edge light spacing: 07/25: 60M, 11/29: 60M.
2. PAL activates for 30MIN.

OTHER LIGHTING
1. Secondary PWR switchover time: 25SEC.
2. TWY LGT: Blue edge.

ATS AND AERODROME COMMUNICATION FACILITIES
FIA BRISBANE CENTRE 122.1 On Ground
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AIP Australia

RADIO NAVIGATION AND LANDING AIDS
DME TNK 112.9/ 76X 193805.0S 1341054.1E (1)
NDB TNK 272 193839.4S 1341031.2E Range  100 (HN 60) (2)
VOR TNK 112.9 193805.1S 1341055.0E
(1) Antenna ELEV 1244FT.
(2) 032/0.7 to ARP - No SDBY PWR AVBL.

LOCAL TRAFFIC REGULATIONS
1. ACFT ABV 15,000KG MTOW must use RWY ends for 180DEG turns.
2. Disused portion on RWY 11/29 not AVBL for taxiing when other ACFT OPR RWY 11/29.

CTAF - AFRU 126.7

ADDITIONAL INFORMATION
1. Animal and bird hazard exists. Bird hazard is elevated after periods of wet weather around 

the RWY 29 THR and APN area.
2. During high intensity rainfall events standing water up to a MAX of 50mm may be 

encountered at the RWY intersection.

CHARTS RELATED TO THE AERODROME
1. WAC 3221.
2. Also refer to AIP Departure and Approach Procedures.
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